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ABSTRAK 

Drainase merupakan sebuah prasarana yang memiliki fungsi untuk mengalirkan 

kelebihan air yang berasal dari suatu wilayah menuju pada badan air penerima yang 

bertujuan agar area lahan dapat berfungsi dengan baik, penerima air dapat berupa 

wadah air yang bersifat alamiah maupun buatan yang berupa sungai, laut, sumur 

resapan, kolam tandon, serta sarana serapan lainnya yang bersifat ramah 

lingkungan. Stadion Menak Sopal merupakan stadion serbaguna, di Kabupaten 

Trenggalek sendiri stadion ini merupakan markas dari klub sepak bola Persiga 

Trenggalek, untuk kenyamanan pemanfaatan prasarana lapangan stadion di 

perlukan perencanaan sistem drainase yang tepat supaya tidak terjadi di genangan 

di lapangan, dan limpasan air hujan dapat teresap dan teralirkan melalui drainase 

.Perencanan ini dilakkukan untuk mengetahui berapa curah hujan rancangan kala 

ulang 10 tahun ,sistem drainase bawah permukaan serta mengetahui jarak pipanya, 

dan untuk mengetahui bagaimana perencanaan sistem drainase permukaan, 

bangunan pelengkap. Hasil analisis perencanaan, di dapat curah hujan rancangan 

kala ulang 10 tahun (R10) sebesar 166,301. Porositas tanah sebsar 0,31dan laju 

infiltrasi sebesar 100 mm/jam. Waktu yang di perlukan untuk tanah menjadi kering 

seperti semula adalah 125,337 . Untuk diameter  hasil dari analisis di dapat diameter 

geopipe bawah permukan sebesar Ø150 mm, untuk dimensi drainase permukaan 

yang berfungsi sebagi penampung limpasan dari pipa bawah permukaan dan dari 

running track serta tribun sebesar b = 800 mm dan h = 400 

Kata kunci: Darainase, Geopipe hdpe , Rancangan, Porositas tanah, Genangan, 

Limpasan, Stadion 
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ABSTRACT 

Drainage is a infrastructure that has a function to drain excess water from an area 

to the receiving water body which aims to make the land area function properly, the 

water receiver can be a natural or artificial water container in the form of rivers, 

seas, infiltration wells, reservoirs, and other absorption facilities that are 

environmentally friendly. Menak Sopal Stadium is a multipurpose stadium, in 

Trenggalek Regency itself this stadium is the headquarters of the Persiga 

Trenggalek football club, for the convenience of utilizing stadium field 

infrastructure, proper drainage system planning is needed so that puddles do not 

occur on the field, and rainwater runoff can be absorbed and drained through 

drainage. This planning is done to find out how much rainfall design 10-year return 

period, subsurface drainage system and know the distance of the pipe, and to find 

out how the planning of surface drainage systems, complementary buildings. The 

results of the planning analysis, obtained 10-year return period design rainfall 

(R_10) of 166.301. Soil porosity sebsar 0.31 and infiltration rate of 100 mm / hour. 

The time required for the soil to dry as before is 125.337. For the diameter of the 

results of the analysis, the diameter of the subsurface geopipe is Ø150 mm, for the 

dimensions of the surface drainage which functions as a catchment for runoff from 

the subsurface pipe and from the running track and stands of b = 800 mm and h = 

400 mm. 

Keywords:  Drainage, hdpe geopipe, design, soil porosity, inundation, runoff, sta
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