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ABSTRAK 
 

Jalan merupakan sarana transportasi yang mempermudah segala aspek 

kegiatan. Jalan memiliki fungsi sebagai penghubung antar wilayah dan 

mendukung kegiatan perekonomian pada suatu wilayah. Pada ruas jalan 

Mendut -Tanjung Japuan  merupakan ruas jalan pariwisata dan alternatif. 

Panjang ruas jalan Mendut – Tanjung Japuan 2,225 km dan lebar 6,20 m. 

Dari perkerasan jalan lentur perlu dilakukan analisa dari segi biaya. Metode 

yang digunakan pada  perkerasan jalan lentur adalah Bina Marga 2017 dan 

Analisa Komponen 1987, serta menghitung Rencana Anggaran Biaya 

(RAB). Untuk    menghitung perencanaan perkerasan dibutuhkan data berupa 

data CBR, data lalu lintas harian rata-rata (LHR), dan harga satuan 

pekerjaan. Dari hasil perhitungan diperoleh tebal perkerasan lentur dengan 

metode Bina Marga adalah 5,5 cm dan metode Analisa Komponen 1987 

adalah 7 cm. Sedangkan hasil perhitungan didapat tebal perkerasan lentur 

dengan lapisan permukaan menggunakan Laston 590  5,5 cm, lapis pondasi 

atas menggunakan Agregat Batu Pecah Kelas A dengan tebal 20 cm, dan 

lapis pondasi bawah menggunakan Sirtu Kelas A dengan tebal 17  cm dan 

RAB didapat sebesar Rp 4.874.000.000 

 

Kata kunci : Jalan, Perkerasaan Lentur, Bina Marga 2017, Analisa 

komponen 1987 , RAB. 
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ABSTRACT 

 

Roads are a means of transportation that facilitates all aspects of activities. 

Roads have a function as a link between regions and support economic 

activities in a region. The Mendut - Tanjung Japuan road section is a tourism 

and alternative road section. The length of the Mendut – Tanjung Japuan 

road is 2.225 km and the width is 6.20 m. For flexible road pavement, it is 

necessary to analyze it in terms of costs. The method used for flexible road 

pavement is Bina Marga 2017 and Component Analysis 1987, as well as 

calculating the Budget Plan (RAB). To calculate pavement planning, data is 

needed in the form of CBR data, average daily traffic data (LHR), and unit 

price of work. From the calculation results, it was found that the thickness 

of the flexible pavement using the Bina Marga method was 5.5 cm and the 

1987 Component Analysis method was 7 cm. Meanwhile, the calculation 

results show that the thickness of the flexible pavement with the surface 

layer using Laston 590 is 5.5 cm, the top foundation layer uses Class A 

crushed stone aggregate with a thickness of 20 cm, and the bottom 

foundation layer uses Class A Sirtu with a thickness of 17 cm and the RAB 

is Rp. 4.874.000.000 

 

 

Keywords  : Roads, Flexible Pavement, Highways 2017, Component 

analysis 1987, RAB. 
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