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STUDI EVALUASI SISTEM DRAINASE UNTUK 

MENANGGULANI GENANGAN PADA JALAN IKAN PIRANHA KOTA 

MALANG 

Lazuardi Asy’ari1, Sulianto2, Azhar Adi Darmawan3. 

123Jurusan Teknik Sipil – Universitas Muhammadiyah Malang. 

Jl. Raya Tlogomas No. 246 Tlp. (0341)464318 Faks (0341)460782 

e-mail : Lazuardiasyari21@gmail.com 

ABSTRAK 

Kota Malang merupakan kota terbesar kedua di Jawa Timur setelah 

Surabaya. Kota Malang memiliki luas 110,1 km2 dan berpenduduk 874.890 jiwa 

pada tahun 2020 menurut data BPS Kota Malang dan terus bertambah setiap 

tahunnya. Selain itu, sektor infrastruktur di kota Malang berkembang pesat, kuat 

dari tahun ke tahun dan pertumbuhan ini menyebabkan tanah tertutup beton dan 

aspal, yang mencegah air hujan merembes ke tanah. Hal ini dapat menyebabkan 

genangan air terbentuk di jalan atau di area tertentu dengan permukaan tanah yang 

bervariasi. Dalam hal ini Jln. Ikan Piranha merupakan salah satu ruas jalan yang 

sering terjadi banjir atau genangan air pada ruas jalan tersebut, dengan perhitungan 

curah hujan rencana dengan metode Log Pearson III dengan periode ulang 5 tahun 

didapatkan hasil sebesar 0,571 m3/s. Perhitungan proyeksi penduduk menggunakan 

tiga metode, yaitu: Aritmatika, Geometris, dan eksponensial. Dari ketiga metode 

tersebut digunakan metode aritmatika, dengan ekstrapolasi jumlah penduduk 

melalui metode perhitungan, didapatkan hasil 221498,25 jiwa pada tahun 2025. 

Mengenai beberapa saluran yang tidak dapat menampung Debit banjir rancangan di 

wilayah studi terdapat saluran. S4, S9, S11, S13, S14, S20, S23, S29, S41, S42, 

S53, S54, S57, S59, S60, S61 dan S63. Beberapa saluran yang tidak dapat 

menampung debit air banjir telah dirancang ulang dengan menambah ukuran 

saluran sebagai berikut: 0,5 x 0,5 m menjadi 0,6 x 0,8 m 0,3 x 0,4 m menjadi 0,4 x 

0,5 m 0,3 x 0,4 m menjadi 0,4 x 0,8 m. 

Kata kunci : Drainase, Debit banjir, Kapasitas. 
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PUDDLE OF WATER ON PIRANHA FISH ROADS MALANG CITY 
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Abstract 

Malang is the second largest city in East Java after Surabaya. Malang City 

has an area of 110.1 km2 and a population of 874,890 people in 2020 according to 

data from BPS Malang City and continues to grow every year. In addition, the 

infrastructure sector in Malang city is growing rapidly, strong from year to year 

and this growth causes the soil to be covered with concrete and asphalt, which 

prevents rainwater from seeping into the ground. This can cause puddles to form 

on roads or in certain areas with varying ground surfaces. In this case, Jln. Ikan 

Piranha is one of the road sections that often occurs floods or puddles on the road 

section, with the calculation of planned rainfall using the Log Pearson III method 

with a 5-year birthday period obtained results of 0.571 m3 / s. The calculation of 

population projections uses three methods, namely: Arithmetic, Geographic, and 

Exponential. Of the three methods, the arithmetic method is used, by extrapolating 

the population through the calculation method, the result is 221498.25 people in 

2025. Regarding some channels that cannot accommodate draft flood discharge in 

the study area, there are channels. S4, S9, S11, S13, S14, S20, S23, S29, S41, S42, 

S53, S54, S57, S59, S60, S61 and S63. Some channels that cannot accommodate 

flood water discharge have been redesigned by increasing the channel size as 

follows: 0.5 x 0.5 m to 0.6 x 0.8 m 0.3 x 0.4 m to 0.4 x 0.5 m 0.3 x 0.4 m to 0.4 x 0.8 

m. 

Keywords: Drainage, Flood discharge, capacity. 
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