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ABSTRAK 

 

Gedung Fakultas Ilmu Komputer Universitas Brawijaya merupakan gedung 

perkuliahan yang memiliki loksi di Jl. Veteran Malang, Ketawanggede, Kecamatan 

Lowokwaru, Kota Malang, dan memiliki luas bangunan sekiar 466,56 m2. Sesuai 

dengan fungsinya Gedung Fakultas Ilmu Komputer ini difungsikan sebagai tempat 

penunjang proses pembelajaran bagi mahasiswa Universitas Brawijaya 

terkhususnya mahasiswa Fakultas Ilmu Komputer. Gedung yang memiliki bentuk 

persegi sepanjang 21,6 m serta total 7 lantai dengan ketinggian masing-masing 

lantainya 4,5 m ini direncanakan ulang dengan struktur baja komposit serta sistem 

penahan gempa bracing. Untuk menunjang struktur atas bangunan Gedung Fakultas 

Ilmu Komputer tersebut direncanakan jenis pondasi tiang pancang. Berdasarkan 

Analisa menggunakan software ETABS didapatkan beban axial terbesar terjadi 

pada kolom 2-B yaitu sebesar 498,46 ton. Dalam perencanaan tiang pancang yang 

diambil merupakan bor pile berdiameter 0,8 m dan 0,6 m, serta untuk penentuan 

titik pondasi disesuaikan dengan data pada Drill Log yang memiliki 3 titik yakni 

BH-1, BH-2, dan BH-3 sehingga dihasilkan kedalaman pondasi 12 m dan 9 m. Pile 

cap yang direncanakan memiliki 2 tipe , diantaranya pile cap 1 memiliki dimensi 

2,70 m x 2,70 m x 0,80 m dan pile cap 2 yang berdimensi 3,60 m x 3,60 x 0,80 m, 

sementara untuk tulangan longitudinal pada pile cap arah x dan y dipakai tulangan 

D22 – 100 mm, tulangan susut yang digunakan sebesar D16 – 150 mm, dan 

tulangan gesernya dipakai D10 – 100 mm. Penurunan terbesar yang terjadi pada 

Gedung ini ada pada kolom 2-B yakni sebesar 5,84 cm. 

Kata Kunci: Gedung, Pondasi Tiang Pancang, Pile Cap, Penurunan, Tulangan 
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ABSTRACT 

 

The Faculty of Computer Science Building of Universitas Brawijaya is a lecture 

building that has a location on Jl. Veteran Malang, Ketawanggede, Lowokwaru 

District, Malang City, and has a building area of 466.56 m2. In accordance with its 

function, the Faculty of Computer Science Building functions as a place to support 

the learning process for students of Universitas Brawijaya, especially students of 

the Faculty of Computer Science. The building, which has a square shape along 

21.6 m and a total of 7 floors with a height of 4.5 m for each floor, is re-planned 

with a composite steel structure and a bracing earthquake resisting system. To 

support the upper structure of the Faculty of Computer Science building, a pile 

foundation is planned. Based on analysis using ETABS software, the largest axial 

load occurs in column 2-B, which is 498.46 tons. In the planning of piles taken is a 

pile drill with a diameter of 0.8 m and 0.6 m, and for the determination of the 

foundation point adjusted to the data on the Drill Log which has 3 points namely 

BH-1, BH-2, and BH-3 resulting in a foundation depth of 12 m and 9 m. The 

planned pile cap has 2 types, including pile cap 1 which has dimensions of 2.70 m 

x 2.70 m x 0.80 m and pile cap 2 which has dimensions of 3.60 m x 3.60 x 0.80 m, 

while for longitudinal reinforcement in the x and y direction pile cap used D22 - 

100 mm reinforcement, shrinkage reinforcement used is D16 - 150 mm, and shear 

reinforcement is used D10 - 100 mm. The largest decrease that occurred in this 

building was in column 2-B which amounted to 5.84. 

Keywords: Building, Pile Foundation, Pile Cap, Decline, Reinforcement 
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