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Abstrak 

Seiring dengan perkembangan suatu kota, kebutuhan transportasi semakin 
meningkat dan menjadi salah satu faktor permasalahan lalu lintas di 
persimpangan. Kota Malang merupakan perlintasan transportasi darat 
utama antar provinsi di Pulau Jawa dan salah satu simpang di kota Malang 
mengalami permasalahan lalu lintas yaitu kemacetan. Kemacetan terjadi 
pada jam – jam sibuk tepatnya pada simpang tiga tak bersinyal Jl. 
Bandulan – Jl. Bandulan Barat – Jl. Tebo Utara. Tujuan dari penelitian ini 
adalah mengetahui kinerja simpang tiga tak bersinyal Jl. Bandulan – Jl. 
Bandulan Barat – Jl. Tebo Utara, serta mengetahui alternatif pemecahan 
masalah yang tepat. Data diperoleh dari survei primer di lapangan pada jam 
puncak pagi, siang dan sore hari, data dianalisis menggunakan Manual 
Kapasitas Jalan Indonesia, 1997. Kondisi eksisting saat ini menunjukkan 
nilai derajat kejenuhan masih stabil dengan nilai DS tertinggi sebesar 0.50 
dan tundaan sebesar 9.70 det/smp. Untuk 5 tahun yang akan datang 
ditemukan nilai derajat kejenuhan telah melebihi syarat, yakni nilai DS 
tertinggi sebesar 0.87. Hasil analisis menunjukkan bahwa alternatif 
pemecahan masalah yang paling tepat untuk perbaikan kinerja simpang 
adalah pelebaran jalan, dihasilkan nilai DS tertinggi sebesar 0.84 dan 
tundaan tertinggi sebesar 14.03 det/smp. 

Kata kunci: Simpang Empat Tak Bersinyal; Kinerja Simpang; MKJI 1997 
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Abstract 

 

Along with the development of a city, transportation needs are increasing 
and become one of the factors of traffic problems at intersections. Malang 
city is the main land transportation crossing between provinces in Java 
island and one of the intersections in Malang city is experiencing traffic 
problems, namely congestion. Congestion occurs during peak hours, 
precisely at the unsignalized intersection of Jl. Bandulan– Jl. Bandulan 
Barat – Jl. Tebo Utara. The purpose of this study was to determine the 
performance of the unsignalized intersection of Jl. Jl. Bandulan– Jl. 
Bandulan Barat – Jl. Tebo Utara, as well as knowing the right alternative 
solutions. Data obtained from primary surveys in the morning, afternoon 
dan evening, data were analyzed using the Indonesian Road Capacity 
Manual, 1997. The current condition shows that degree of saturation is 
still stable with the highest degree of saturation at 0.50 and a delay of 9.70 
sec/pcu. For the next five years, it is found that the value of the degree of 
saturation has exceeded the requirements, namely the value of the highest 
degree of saturation is 0.87. the result of the analysis show that the most 
appropriate alternative solution for improving the performance of the 
intersection is to widen the road, the highest degree of saturation is 0.84 
and the highest delay is 14.03 sec/pcu. 

Keywords: Unsignalized Intersection; Intersection Performance; MKJI 1997
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