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ABSTRAK 

Gedung Fakultas Ilmu Keolahragaan Universitas Negeri Surabaya merupakan 

bangunan yang digunakan untuk kegiatan akademik di kampus. Perencanaan 

pondasi yang tepat sangat diperlukan untuk memastikan kestabilan dan keamanan 

gedung, Pondasi berperan sebagai penahan dan pemikul beban dari struktur atas 

serta mengalirkan beban tersebut ke lapisan tanah. Pondasi bore pile direncanakan 

dengan diameter 0,6 meter dengan kedalaman 34 meter. Hasil analisis dari software 

STAAD-pro bahwa beban maksimum terjadi pada reaksi PU sebesar 2278,183 kN. 

Daya dukung tiang yang dihasilkan adalah 1988,089 kN. Pile cap direncanakan 

menggunakan 2 tipe, tipe 1 berukuran 2 meter x 2 meter, tipe 2 berukuran 3 meter x 

1,5 meter. Untuk penulangan pondasi menggunakan tulangan longitudional 8D22 

dan tulangan spiral D13-100. Penurunan total terbesar dengan nilai 2,998 cm, 

sehingga memenuhi ketentuan dikarenakan lebih kecil daripada 15 + b/600. 

 

Kata Kunci : Pondasi Bore Pile, Pile Cap, Daya Dukung Tiang, Penurunan. 
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ABSTRACT 

The Faculty of Sports Science Building, Surabaya State University is a building used 

for academic activities on campus. Proper foundation planning is very necessary to 

ensure the stability and safety of the building. The foundation acts as a support and 

load bearer from the upper structure and transmits the load to the soil layer. The 

drilled pile foundation is planned with a diameter of 0.6 meters with a depth of 34 

meters. The analysis results from the STAAD-pro software show that the maximum 

load occurs in the PU reaction of 2278.183 kN. The resulting pile bearing capacity 

is 1988.089 kN. The pile cap is planned to use 2 types, type 1 measuring 2 meters x 

2 meters, type 2 measuring 3 meters x 1.5 meters. For foundation reinforcement, 

8D22 longitudinal reinforcement and D13-100 spiral reinforcement are used. The 

largest total decrease was 2,998 cm, so it met the requirements because it was smaller 

than 15 + b/600. 

 

Keywords: Bore  Pile Foundations, Pile Cap,  Pile Bearing Capacity, Settlement. 
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