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ABSTRAK 

Stadion Rejoagung Tulungagung merupakan salah satu Lapangan yang terletak di 

Kota Tulungagung. Kenyamanan saat menggunakan lapangan adalah yang 

terpenting. Salah satunya tidak terjadi genangan saat hujan turun. Genangan pada 

lapangan akan menyebabkan ketidaknyamanan pemain saat bertanding dan 

menghambat laju bola. Tujuan dari perencanaan ini adalah untuk mengetahui 

berapa debit yang mengalir di lapangan dan debit yang akan diserap oleh drainase 

bawah permukaan sehingga waktu resap yang dibutuhkan agar tanah kembali 

kering dapat diketahui. Pada perencanaan Tugas akhir ini digunakan beberapa 

analisis antara lain, analisis hidrologi, tanah dan hidrolika. Pada analisis hidrologi 

digunakan untuk mendapatkan debit pada saluran rencana, analisis tanah digunakan 

untuk mengetahui lapisan lapisan tanah penyusun lapangan serta infiltrasi dan 

permeabilitas pada lapisan tanah tersebut, sedangkan pada analisa hidrolika 

digunakan untuk mengetahui kapasitas dan dimensi saluran drainase yang 

direncanakan. Berdasarkan hasil analisis yang dilakukan, didapatkan curah hujan 

rencana dalam R10= 116,384 mm. Porositas tanah = 0,31, permeabilitas = 134,9114 

mm/jam dan laju infiltrasi 50 mm/jam. Waktu yang diperlukan untuk tanah kering 

seperti semula adalah 125,66 menit, diameter pipa 100 mm dengan jarak 3,5 m, 

dimensi penampang saluran permukaan adalah 30 cm x 30 cm dengan waktu 

konsentrasi = 0,7 jam , intensitas hujan = 51,179 mm/jam. 

 
Kata kunci: : Sistem Drainase Lapangan; Stadion Rejoagung Tulungagung; 

Drainase Bawah Permukaan. 
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ABSTRACT 

Rejoagung Stadium Tulungagung is one of the fields located in Tulungagung City. 

Comfort when using the football field is important. One of them is that there is no 

puddle when it rains. The Puddles will cause players discomfort when competing 

and blocked the ball's pace. The purpose of this planning is to determine how much 

discharge flows in the field and the discharge that will be absorbed by the 

subsurface drainage so it can be known that the infiltration time needed to make 

the soil dry again. In this final project planning used some analysis, among others, 

analysis of hydrology, soil and hydraulics. In the hydraulic analysis it is used to get 

the discharge in the plan channel, soil analysis is used to determine the layers of 

soil composing the field as well as the infiltration and permeability of the soil layer, 

while in the hydraulic analysis it is used to determine the capacity and dimensions 

of the planned drainage channel. Based on the results of the analysis carried out, 

the planned rainfall in R10 = 116,384 mm. Soil porosity = 0.31, permeability = 

134.9114 mm / hour and infiltration rate 100mm / hour. The time needed for dry 

soil as before is 125,66 minutes, pipe diameter is 100 mm with a distance of 3.5 m, 

the cross-sectional dimension of the surface channel is 30 cm x 30 cm with 

concentration time = 0,7 hours, rain intensity = 51.179 mm / hour . 

 
Keywords: Drainage system of field; Rejoagung Stadium Tulungagung; subsurface 

drainage 
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