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Abstract  

Changes in land use in Malang City affect the soil's ability to absorb water. This is 

supported by the growth in population in Malang City which continues to increase 

every year. If there is high intensity rain, it will result in flooding at several points. 

To analyze the feasibility of existing drainage using rain data from the nearest 

station, namely the East Java Climatology Station ID WMO 96943 Karangploso. 

Data is processed using the Type III Log Person Method with a return period of 2 

years. Then the Smirnov Kolmogrov test was carried out to determine the difference 

between empirical and theoretical probabilities with the result Dmax = 0.202 < Dcr 

= 0.41, so the distribution was accepted. To determine the drainage coefficient value, 

it is planned based on the average value (C̅) in each section of the drainage area. In 

nggul Wulung Village itself there are 28 channels. To calculate the high population 

growth using data from 2012 – 2022. The population growth rate was 0.659%. 

Population growth in 2027 will be approximately 20,780 people. The estimated 

average water demand in the study location is 0.001157 liters/second/person for the 

medium city category. The duration of ground surface water flow to the nearest 

channel is calculated using a nomogram graph by taking into account the slope, 

coefficient, roughness and length of the channel. The design flood discharge 

calculation is calculated from the sum of Qah and Qak. We calculate the evaluation 

of existing channels from the latest available data. From the analysis that has been 

carried out, there are 5 channels that are not feasible. The alternative is to re-plan 

channels that are no longer feasible 
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Abstrak 

Perubahan penggunaan lahan di Kota Malang mempengaruhi kemampuan tanah untuk 

menyerap air. Hal ini didukung oleh pertumbuhan jumlah penduduk di Kota Malang 

yang terus meningkat setiap tahunnya. Jika terjadi hujan dengan intensitas tinggi akan 

mengakibatkan terjadinya banjir pada beberapa titik. Untuk menganalisa kelayakan 

drainase yang ada menggunakan data hujan dari stasiun terdekat yaitu Stasiun 

Klimatologi Jawa Timur ID WMO 96943 Karangploso. Data diolah menggunakan 

metode Log Person Type III  dengan kala ulang 2 tahun. Kemudian dilakukan uji 

Smirnov Kolmogrov untung mengetahui selisih peluang empiris dan teoritis dengan 

hasil Dmax = 0,202 < Dcr = 0,41 maka distribusi diterima. Untuk menentukan nilai 

koefisien pengaliran, direncanakanberdasarkan Crata-rata (C̅) pada setiap ruas 

pengaliran. Pada kelurahan Tunggul Wulung sendiri terdapat 28 saluran. 

Untuk menghitung tinggi pertumbuhan penduduk menggunakan data tahun 2012-2022. 

Didapat tinggi pertumbuhan penduduk 0,659%. Pertumbuhan penduduk pada tahun 

2027 kurang lebih 20.780 jiwa. Perkiraan jumlah kebutuhan air rata-rata di lokasi studi 

yaitu 0,001157 liter/detik/jiwa untuk kategori kota sedang. Lama pengaliran air 

permukaan tanah ke saluran terdekat dihitung menggunakan grafik nomogram dengan 

memperhatikan kemiringa, koefisien, kekasaran, dan panjang saluran. Perhitungan 

debit banjir rancangan dihitung dari hasil jumlah Qah dan Qak. Evaluasi saluran 

eksisting kita hitung dari data hujan tahun terakhir yang ada. Dari analisa yang telah 

dilakukan, terdapat 5 saluran yang tidak layak. Alternatif yang dilkakukan yaitu 

melakukan perencanaan ulang pada saluran yang sudah tidak layak.   
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