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ABSTRAK 

 

Keandalan sistem yang optimal dan sedikit gangguan sangat dibutuhkan 

untuk penyaluran tenaga listrik dari pembangkit ke konsumen. Akan tetapi dalam 

pengoperasiannya gangguan masih sering terjadi, hubung singkat atau shot adalah 

salah satunya, Over Current Relay (OCR) adalah peralatan yng digunakan untuk 

mengatasi gangguan tersebut. Pada penelitian ini akan membahas optimasi untuk 

setting koordinasi relay OCR di Gardu Induk Bulukandang. Dengan menggunakan 

metode konvensional serta optimasi algoritma Genetic Algorithm dan Particle 

Swarm Optimization (PSO) yang nanti akan di bandingkan dan di analisa. Maksud 

dan tujuan penggunaan metode tersut untuk memperoleh metode terbaik untuk 

koordinasi relay OCR, hasil perhitungan dengan menggunakan Algoritma Particle 

Swarm Optimization (PSO) menjadi optimasi yang terbaik jika dibandingkan 

dengan kedua metode lainnya, didapat hasil CTI pada transformator 1 dan 2 

masing-masing 0,28 s dan 0,36 s, sesuai dengan standard IEEE 212 tahun 2001. 

Kata Kunci : Koordinasi,Over Current Relay, Genetic Algorithm, Particle Swarm 

Optimization. 
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ABSTRACT 

Optimal system reliability with minimal disruptions is crucial for the 

distribution of electrical power from generators to consumers. However, 

disruptions, such as short circuits or faults, frequently occur during operation. 

Over Current Relay (OCR) is a device used to mitigate these disturbances. This 

study focuses on optimizing the coordination settings of OCR relays at the 

Bulukandang Substation. It involves using both conventional methods and 

optimization algorithms like Genetic Algorithm and Particle Swarm Optimization 

(PSO), which will be compared and analyzed. The purpose of employing these 

methods is to determine the best approach for OCR relay coordination. 

Calculations using the Particle Swarm Optimization (PSO) algorithm yield the 

most optimal results when compared to the other two methods. The obtained CTI 

(Clearance Time Index) for transformers 1 and 2 is 0.28 seconds and 0.36 seconds, 

respectively, in compliance with the IEEE 212 standard from 2001. 

Keywords: Coordinstion, Over Current Relay, Genetic Algorithm, Particle Swarm 

Optimization.  
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